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SPECIFICATIONS: - PIXEL PITCH : .23'' (6MM)  PIXEL PITCH : .23'' (6MM) PIXEL PITCH : .23'' (6MM)  PITCH : .23'' (6MM) PITCH : .23'' (6MM)  : .23'' (6MM) : .23'' (6MM)  .23'' (6MM) - COLOR: RGB (FULL COLOR)  COLOR: RGB (FULL COLOR) COLOR: RGB (FULL COLOR)  RGB (FULL COLOR) RGB (FULL COLOR)  (FULL COLOR) (FULL COLOR)  COLOR) COLOR) - CHARACTER HEIGHT: 7.56 INCH (32H)  CHARACTER HEIGHT: 7.56 INCH (32H) CHARACTER HEIGHT: 7.56 INCH (32H)  HEIGHT: 7.56 INCH (32H) HEIGHT: 7.56 INCH (32H)  7.56 INCH (32H) 7.56 INCH (32H)  INCH (32H) INCH (32H)  (32H) (32H) - ELECTRICAL REQUIREMENTS: 120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED   ELECTRICAL REQUIREMENTS: 120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED  ELECTRICAL REQUIREMENTS: 120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED   REQUIREMENTS: 120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED  REQUIREMENTS: 120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED   120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED  120VAC-220VAC/SINGLE PHASE MANUALLY SWITCHED   PHASE MANUALLY SWITCHED  PHASE MANUALLY SWITCHED   MANUALLY SWITCHED  MANUALLY SWITCHED   SWITCHED  SWITCHED                         @ 120 VAC INDOOR - 22.3 WATTS/FT @ 120 VAC INDOOR - 22.3 WATTS/FT  120 VAC INDOOR - 22.3 WATTS/FT 120 VAC INDOOR - 22.3 WATTS/FT  VAC INDOOR - 22.3 WATTS/FT VAC INDOOR - 22.3 WATTS/FT  INDOOR - 22.3 WATTS/FT INDOOR - 22.3 WATTS/FT  - 22.3 WATTS/FT - 22.3 WATTS/FT  22.3 WATTS/FT WATTS/FT                        POWER INPUT: POWER CORD POWER INPUT: POWER CORD  INPUT: POWER CORD INPUT: POWER CORD  POWER CORD POWER CORD  CORD CORD - DATA: XPICO WIFI OR ETHERNET  DATA: XPICO WIFI OR ETHERNET DATA: XPICO WIFI OR ETHERNET  XPICO WIFI OR ETHERNET XPICO WIFI OR ETHERNET  WIFI OR ETHERNET WIFI OR ETHERNET  OR ETHERNET - CHASSIS METAL & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT  CHASSIS METAL & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT CHASSIS METAL & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT  METAL & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT METAL & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT  & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT & FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT  FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT FINISH: ALUMINIUM WITH EXTRUDED BLACK POWDER COAT  ALUMINIUM WITH EXTRUDED BLACK POWDER COAT ALUMINIUM WITH EXTRUDED BLACK POWDER COAT  WITH EXTRUDED BLACK POWDER COAT WITH EXTRUDED BLACK POWDER COAT  EXTRUDED BLACK POWDER COAT EXTRUDED BLACK POWDER COAT  BLACK POWDER COAT BLACK POWDER COAT  POWDER COAT POWDER COAT DER COAT ER COAT  COAT COAT - SIGN MOUNTING: WALL MOUNT & CHAIN MOUNT  SIGN MOUNTING: WALL MOUNT & CHAIN MOUNT SIGN MOUNTING: WALL MOUNT & CHAIN MOUNT  MOUNTING: WALL MOUNT & CHAIN MOUNT MOUNTING: WALL MOUNT & CHAIN MOUNT NTING: WALL MOUNT & CHAIN MOUNT TING: WALL MOUNT & CHAIN MOUNT  WALL MOUNT & CHAIN MOUNT WALL MOUNT & CHAIN MOUNT  MOUNT & CHAIN MOUNT MOUNT & CHAIN MOUNT  & CHAIN MOUNT & CHAIN MOUNT  CHAIN MOUNT CHAIN MOUNT  MOUNT MOUNT - WEIGHT : 2.9 LBS/FT WEIGHT : 2.9 LBS/FTWEIGHT : 2.9 LBS/FT : 2.9 LBS/FT: 2.9 LBS/FT 2.9 LBS/FT2.9 LBS/FT LBS/FTLBS/FT
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POWER OUTLET LOCATION OUTLETS CAN BE LOCATED BEHIND SIGN. SIGNS LONGER THAN 64FT REQUIRE AN ADDTIONAL DEDICATED 64FT REQUIRE AN ADDTIONAL DEDICATED FT REQUIRE AN ADDTIONAL DEDICATED OUTLETS EVERY 64FT OF SIGN.64FT OF SIGN.FT OF SIGN.
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